FFA-A9 + RXM-N9

Potpuno ravna kazetna jedinica

Jedinstven dizajn na trzistu koji se
potpuno uklapa u spusteni strop

> Potpuno se uklapa u standardne arhitektonske stropne ploce,

ostavljajuci samo 8 mm

> Izvanredan spoj dizajna i inzenjerske izvrsnosti s elegantnom
zavrsnom obradom u bijeloj boji ili u kombinaciji srebrne i bijele
> U kombinaciji s Bluevolution tehnologijom smanjuje utjecaj na okolis do

68% U usporedbi s R-410A

> Dva opcionalna inteligentna senzora poboljsavaju energetsku ucinkovitost
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Energetska ucinkovitost FFA + RXM 25A9 + 25N9 35A9 + 35N9 50A9 + 50N9 60A9 + 60N9
Rashladni u¢in Nom. kw 2,50 3,40 5,00 5,70
Ucin grijanja Nom. kw 3,20 4,20 5,80 7,00
Priklju¢na snaga Hladenje Nom. kw 0,55 0,89 1,54 1,87
Grijanje Nom. kw 0,82 1,20 1,66 2,05
Sezonska ucinkovitost Hladenje Oznaka ke ucinkovitosti A++ A+
(u skladu s EN14825) Pdesign kw 2,50 3,40 5,00 5,70
') SEER 6,17 6,38 5,98 5,76
.‘C Godiénja potrosnja energije kWh 142 186 292 347
Grijanje (Srednja Oznaka ke ucinkovitosti A+ A A+
klimatska zona) Pdesign kW 2,31 3,10 3,84 3,96
SCOP/A 4,24 4,10 3,90 4,04
Godisnja potrosnja energije kWh 762 1.058 1377 1.372
Tehnicki podaci - unutarnja jedinica FFA 25A9 35A9 ‘ 50A9 60A9
Dimenzije Jedinica Visina x Sirina x Dubina mm 260x575%575
Tezina Jedinica kg 16,0 ‘ 17,5
Filter za zrak Vrsta UmreZena smola
Dekorativni panel Model BYFQ60CW/BYFQ60CS/BYFQ60B3
Boja Bijeli (N9,5)/Srebrni i bijeli (RAL9010)/Euro-raster dizajn
Dimenzije Visina x Sirina x Dubina mm 46x620x620 / 46x620x620 / 55x700x700 / 55x700x700
Tezina kg 2,8/2,8/2,7/2,7
Ventilator Protok Hladenje  Visoko/Srednje/Nisko m*/min 6,5/8,0/9,0 6,5/8,5/10,0 7,5/10,0/12,0 9,5/12,5/14,5
zraka Grijanje Visoko/Srednje/Nisko  m*/min 6,5/8,0/9,0 6,5/8,5/10,0 7,5/10,0/12,0 9,5/12,5/14,5
Razina zvu¢ne snage Hladenje dBA 48 51 56 60
Razina zvu¢nog tlaka Hladenje Nisko/Visoko dBA 25,0/31,0 25,0/34,0 27,0/39,0 32,0/43,0
Grijanje Nisko/Visoko dBA 25,0/31,0 25,0/34,0 27,0/39,0 32,0/43,0
Upravljacki sustavi Infracrveni daljinski upravlja¢ BRC7EB530W (standardni panel) / BRC7F530W (bijeli panel) / BRC7F530S (sivi panel)
Zi¢ani daljinski upravlja¢ BRCTH519W7/57/K7 / BRC1E53A / BRC1E53B / BRC1E53C/ BRC1D52
Napajanje Faza/Frekvencija/Napon Hz/V 1~/50/220-240
Tehni¢ki podaci - vanjska jedinica RXM 25N9 ‘ 35N9 50N9 | 60N9
Dimenzije Jedinica Visina x Sirina x Dubina mm 550x765x285 735x825x300
Tezina Jedinica kg 32 47
Razina zvucne snage Hladenje dBA 59 ‘ 61 62 | 63
Grijanje dBA 59 \ 61 62 | 63
Radno podrugje Hladenje  Okolina Min.~Max. °CDB -10~46
Grijanje Okolina Min.~Max. °CWB -15~18
Radna tvar Vrsta / Punjenje/ GWP Punjenje: kg / TCO,eq R-32/0,76/0,52/675,0 R-32/1,40/0,95/675,0 | R-32/1,45/0,98/675,0
Dimenzije priklju¢ka Teku¢ina ~ OD mm 6,35 6,4
Plin oD mm 9,50 12,7
Duljina [e]VE[V] Max. m 20,0 30
cjevovoda  Sustav Prednapunjeno m 10,0 -
Dodatno punjenje radne tvari kg/m 0,02 (kada duljina cijevi prelazi 10m)
Visinska razlika U - OU Max. m 20,0
Napajanje Faza/Frekvencija/Napon Hz/V 1~/50/220-240
Struja - 50Hz Preporuceni osigurac (MFA) A 10 ‘ 15

(1) S zicanim daljinskim upravljacem; (2) S bezi¢nim daljinskim upravljacem; (3) Sa Sky Air Alpha serijom; (4) MFA se koristi za izbor prekidaca strujnog kruga i prekidaca pogreske pri uzemljenju (prekida¢ propustanja

uzemljenja). Za vise informacija o kombinacijama molimo Vas da pogledate elektri¢ne nacrte.
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